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UV System
UV Fiberscope System / Video integrated

UV Endoscope

TECHNICAL DATA 

Power Supply: 100 – 240 VAC 

Power Consumption: 150 W 

Internal Control Voltage: 24 VDC 

Dimensions: (W × H × D): 
175 × 140 × 260 mm 

Weight: 3.8 kg 

Operating Temperature: 
+10 °C up to +35 °C 

Storage Temperature:
-10 °C up to +60 °C 

SPECTRUM

Spectrum Power Power Density

UVA 320 – 400 nm 3,000 mW 15,000 mW/cm2

White 400 – 700 nm 2,500 mW 12,500 mW/cm2

OPTICAL OUTPUT
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UV EndoscopeConcetion Light source

Video integrated via Zoom Adapter and 5Pin Cube Cam
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UV Fiberscope System / Video integrated

Video interface
Connect to: IT Conepts Zoom Adapter    5-pin Cube Cam    iCapture DVR

Probe Ø  2.4mm
Lenght Articulation   DoV FoV Pixel
0.4m    2 way ±120° L/R  0° 45°  6000
0.7m    2 way ±120° L/R  0° 45°  6000
1.4m    2 way ±120° L/R  0° 45°  6000
1.3m    2 way ±120° L/R  0° 45°  6000

Probe Ø  3.5mm
Lenght Articulation   DoV FoV Pixel
0.7m    2 way ±120° L/R  0° 50°  8000
1.0m    2 way ±120° L/R  0° 50°  8000
1.3m    2 way ±120° L/R  0° 50°  8000
1.5m    2 way ±120° L/R  0° 50°  8000

Probe Ø  4.0mm
Lenght Articulation   DoV FoV Pixel
1.0m    2 way ±120° L/R  0°/90° 50°  11500
1.3m    2 way ±120° L/R  0°/90° 50°  11500
1.5m    2 way ±120° L/R  0°/90° 50°  11500
2.0m    2 way ±120° L/R  0°/90° 50°  11500

Probe Ø 6.0mm
Lenght Articulation   DoV FoV Pixel
1.0m 2 way ±120° L/R  0°/90° 60°  12000
1.5m 2 way ±120° L/R  0°/90° 60°  12000
2.0m 2 way ±120° L/R  0°/90° 60°  12000
2.7m 2 way ±120° L/R  0°/90° 60°  12000
1.0m 4-way ±100° L/R - 160° UP - 130° DW 0°/90° 60°  12000
1.5m 4-way ±100° L/R - 160° UP - 130° DW 0°/90° 60°  12000
2.0m 4-way ±100° L/R - 160° UP - 130° DW 0°/90° 60°  12000
2.7m 4-way ±100° L/R - 160° UP - 130° DW 0°/90° 60°  12000
Probe Ø 8.0mm
Lenght Articulation   DoV FoV Pixel
1.0m    4-way ±100° L/R - 160° UP - 130° DW 0°/90° 60°  16000
1.5m    4-way ±100° L/R - 160° UP - 130° DW 0°/90° 60°  16000
2.0m    4-way ±100° L/R - 160° UP - 130° DW 0°/90° 60°  16000
2.7m    4-way ±100° L/R - 160° UP - 130° DW 0°/90° 60°  16000

Image Guide: High Resolution Image Guide
Illumination: UV-Illumination
Braid :   Multilayer tungsten


